
Custom specific wheels

for extreme industrial

applications

VULKOLLAN® Wheels

Custom engineered 
                Wheels



	01	 Stacker cranes

Fast moving stacker cranes with 

Vulkollan® drive and guide wheels.

	02	 Water treatment plants

These plants are equipped with Vulkollan® 

drive wheels with anticorrosion treatment.	

	03	 Entrance gates  

Custom made groove wheels for 

industrial sliding gates.

 

	09	 Luggage treatment

Luggage handling with precision guide 

rollers on airports.

 

	10	 Screening drums

Heavy duty Vulkollan® drive wheels for 

rotating screening drums.

 

	11	 Sand cooling drums

Vulkollan® drive wheels for cooling 

drums in cast iron industries.

 

	04	 Industrial lifts

Concave guide rollers for steel cable in 

industrial elevators.

	17	 Agricultural machines

Vulkollan® wheels for chain conveying in 

potato harvesting

 

	18	 Harbour cranes

Concave shaped Vulkollan® guide 

wheels for steel cables in harbour cranes. 

	12	 Filter installations

Tilting pan filters use anti-hydrolysis 

Vulkollan® wheels for phosphate washing.

	19	 Docking station

Triple swivel castor for docking systems 

on airports. 

Maximum load capacities and high speed applications 

Applications



	05	 Heavy load transport

Handling of extreme loads with 

Vulkollan® wheels.

 

	06	 Rollercoaster

Leading manufacturer in Europe for high 

speed rollercoaster wheels.

 

	08	 Automotive solutions

Vulkollan® skid rollers for automotive 

conveying systems

 

	13	 Waste handling	

Steel welded wheel centre with Vulkollan® 

tread for waste sorting systems.

	14	 AGV

Drive wheels for automated guided 

vehicles.

 

	07	 Lift trucks

Heavy load wheels Ø1100 mm for 4-way 

side loader in the glass industry

	16	 Tunnel construction

Heavy duty guiding wheels for tunnel 

and pipe line drilling machines.

 

	20	 Mixers

Mixing drums with Vulkollan® drive 

wheels in the meat industry.

	15	 Lifts

Vulkollan® guide rollers with eccentric 

shaft for elevators.

 

	21	 Graphic Industry

Height adjustable swivel castors for 

printing-works machines

 

from diameter Ø20 mm to Ø1200 mm



material matrix

Material
printhane

75 80 90 95 Grip B65 B75 C X 96 K 92 K 97 F

Application VK75 VK80 VK90 VK95 VK90 PB65 PB75 VKC PX 96 PK92 PK 97 PF

Manual ••• ••• ••• ••• - ••• ••• ••• ••• ••• ••• ••

Driven • •• ••• •• ••• • •• ••• •• ••• •• ••

Heavy load • • •• ••• •• • • •• ••• •• ••• •••

Long distance • • ••• ••• •• • • ••• ••• ••• ••• •••

Uneven floor •• •• ••• • •• •• •• ••• • ••• • •

Wet floor •• •• •• • ••• •• ••• •• • •• • •

Noise reduction ••• ••• •• •• •• •• •• •• •• •• • ••

Rolling resistance • •• ••• ••• •• • •• ••• ••• ••• ••• •••

Non marking ••• ••• ••• ••• • ••• ••• ••• ••• ••• ••• •••

Ambient temperature < 0°C • • •• •• •• • • • •• ••• ••• •

Ambient temperature > 40°C •• •• •• •• •• • • •• ••• ••• ••• •••

Wear •• ••• ••• ••• •• •• •• •• •• ••• ••• ••

V-max. lifttruck drive wheel m/s - 12 25 30 25 - 12 25 - 30 - -

V-max. lifttruck load Wheel m/s - 16 30 40 30 - 16 30 - 40 - -

Extreme V • • •• •• •• • • •• ••• ••• ••• •••

Hydrolysis resistance • • • • • • • • ••• ••• ••• •

Electrical conductive ISO2878 - - - - - - - ••• - - - -

Material Unit Norm
printhane

75 80 90 95 Grip B65 B75 C X96 K92 K97 F

Properties VK75 VK80 VK90 VK95 VK90 PB65 PB75 VKC PX 96 PK92 PK 97 PF

Shore-Hardness (±3) Shore A/D DIN 53505 74/- 82/29 92/37 95/42 92/37 65/- 72/- 92/37 94/42 94/42 97/47 95/42

Tension at 100% stretch MPa DIN 53504 3,0 4,5 8,6 11,1 8,6 2,0 2,8 8,6 11,0 9,0 15,8 7,7

Tension at 300% stretch  MPa DIN 53504 7,1 8,4 18,8 21,6 18,8 2,8 4,7 18,8 15,0 15,5 22,5 13,0

Elongation at break % DIN 53504 580 600 650 640 650 824 745 650 610 550 400 650

Tear resistance MPa DIN 53504 38 45 42 32 42 30 39 42 25 55 28 47

Tear propagation resistance* kN/m DIN 53515 25 30 58 74 58 31 36 58 50 98 140 50

 Rebound resilience % DIN 53512 59 60 55 50 55 51 45 55 73 50 73 65

Abrasion mm³ DIN 53516 45 41 42 44 42 46 49 42 31 28 - 31

Compression set % DIN 53517

70H / 23°C  -  70H / 73,5°F 12 12 12 13 12 20 21 12 16 18 18 26

24H / 70°C  -  24H / 158°F 20 20 20 22 20 40 42 20 25 25 25 37

LEGEND

Table 1

Table 2

|   (*) Tear propagation resistance (graves)   |

|   • Basic   |   •• Good   |   ••• Recommended   |

Table 1

Table 2

Require testwheels or more info? 
Phone +31 75  615 88 36, mail to sales@dm-holland.nl 

See also www.dm-holland.nl


